




















SAFE OPERATING PRACTICES

HAND CHAIN MANUALLY OPERATED CHAIN HOISTS

DO’S FOR HAND CHAIN OPERATED HOISTS

The following should be adhered to when operating a hand chain operated chain hoist:

* DO read ANSI B30.16 Safety Standard for
Overhead Hoists and the operating instructions
provided.

* DO be familiar with hoist operating controls,
procedures, and warnings on the hoist.

* DO maintain firm footing or be otherwise
secured when operating the hoist.

* DO make sure that the load slings or other
approved single attachments are properly
sized and seated in the hook saddle.

¢ DO make sure that the hook latch is closed
and not supported by any part of the load.

¢ DO make sure that the load is free to move
and will clear all obstructions.

¢ DO take up all slack carefully, check the balance
of the load, lift a few inches and check the load
holding action of the hoist before continuing.

* DO refer to ASME B30.9 for rigging information
if rigging is to be used with hoist.

* DO refer to OSHA requirements for safe instal-
lation and operation of this hoist.

¢ DO make sure that all persons stay clear of the
suspended load.

* DO avoid swinging of the load or load hook.

* DO protect the load chain from weld splatter
or other damaging contaminants.

* DO promptly report any malfunction, unusual
performance, or damage, of the unit.

* DO inspect the hoist on a regular basis, replace
damaged or worn parts, and keep appropriate
records or maintenance. Refer to ANS| B30.16.

¢ DO use the hoist manufacturer's recommended
spare parts when repairing a hoist.

* DO use hook safety latches.

® DO apply lubricant to the load chain as recom-
mended by the hoist manufacturer.

* DO make sure that the top mounting is centered
under its means of support before starting a lift.

* DO make sure that the hoist, load block and the
hook are directly in line with the direction of
loading before making a lift.
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