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INSPECTING THE HOIST

Following procedure is recommended for a thorough inspec-
tion of the hoist. Parts can be identified by referring to Fig.
1, page 2.

1. Inspect bottom hook. Determine it hook may have been
stretched. Check bolt attaching bottom yoke to chain,
tighten securely.

2. Inspect load chain for wear. Check all inter-link points.
Measure gauge length of chain at several points, and com-
pare with dimensions shown in chain chart on Page 2. In-
creased length will indicate that the chain has been over-
loaded and stretched, or that excessive wear is taking
place.

3. Inspect pockets of load sheave for evidence of wear.
Check engagement with load chain for proper action.

4. Try out the brake, and check if it is holding load at all
positions, by operating the hoist with and without load.

5. Remove handwheel cover and handwheel, and check the
action of the load brake pawl. Determine that it engages
properly with the ratchet. Inspect pawl spring and ratchet
for wear. Check the distance between pin No. 909 and
check washer No. 925, against the minimum required dis-
tance of /. inch.

6. Remove spindle and examine pinion teeth, brake wash-
ers No. 934, and ratchet for excessive wear.

7. Remove gear cover and inspect all gearing. Check for
broken teeth and for excessive wear in the internal gear No.
920-G and the combination gear and pinion No., 927.
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