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Figure 8-3. UPPER SUSPENSION, LOAD CHAIN AND LOWER BLOCK PARTS
(3 ton Capacity Hoists)

11757D

To enable us to expedite your
parts order, always give Model
and Catalog Number and Electric
Current of Hoist. (See nameplate.)
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Ref. Part Qty.
No. Number Description Req’d

1 BH-1131 Suspension Pin and Nut Assembly 1
2 BH-1132 Spherical Washer 1 Pr.
3 905424 Suspension Lug Kit (Includes Items 1, 2, 4 and 26) 1
4 BH-1134 Pin - Grooved (Type A 3/16 x 2 Pltd.) 1
5 BH-1135 Hook/Latch and Nut (Includes Item 6) 1

BH-5037 Hook/Latch and Nut (Includes Item 6) Plated 1
6 BH-2214 Latch Kit, Hook 1
7 BH-2217 Washer, Thrust 1
8 BH-1138 Hanger 1
9 BH-4018 Connecting Rod Assembly 1

10 BH-5023 Suspension Bushing Keeper 1
11 BH-4016 Lock Washer 1
12 BH-1142 Pin, Connection 1
13 BH-1143 Ring, Retaining 2
14 BH-1144 Sprocket & Bushing Assembly (Includes Item 15) 1
15 BH-1145 Bushing 2
16 BH-5019 Pin, Sprocket 1
17 BH-1147 Grooved Pin (Type A 3/16 x 3/8 Pltd.) 1
18 BH-1148 Chain Assembly, Coil Load 1

BH-5045 Chain Assembly, Coil Load Plated 1
19 BH-1149 Link, Connecting 1
20 BH-1150 Pin, Anchor 1
21 BH-1151 Cotter Pin (3/32 x 3/4) 1
22 BH-1152 Dowel Pin (1/2 x 2-1/4) 1
23 BH-1153 Ring, Retaining 1
24 See Fig. 9-4 Block Assembly, Lower, Coil Chain
25 BH-2210 Washer, Thrust 2
26 BH-1154 Washer 1
27 BH-5010 Chain Stop Assembly 1
28 BH-5020 Stop Shoe 1
29 BH-5021 Support Pin 1
30 BH-5022 Snap Ring 1

NOTICE
Always insist on factory approved Budgit Hoist replacement parts when servicing this equipment. Parts are
available from your local Authorized Repair Station.

Figure 8-3. UPPER SUSPENSION, LOAD CHAIN AND LOWER BLOCK PARTS - Continued

NOTES
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Ref. Part Qty.
No. Number Description Req’d

2 BH-1202 Bearing Assembly - Ball, Motor Shaft 1
3 BH-1203 Ring - Retaining, Internal 1
4 BH-1220 Bearing Assembly - Needle, 5/8" I.D. 2
5 BH-1221 Washer - Thrust 5/8" I. D. 2
6 BH-1222 Ring - Snap, Brake Flange 1
7 BH-1219 Flange - Load Brake 1
8 BH-1218 Disc - Friction, Load Brake 2
9 BH-1223 Pawl & Ratchet Assembly - Load Brake (Includes item 10) 1

10 BH-1238 Bushing - Ratchet 1
11 Gear & Clutch Assembly - Load Brake 1

BH-1242* Standard Speed Hoist
BAH-1245* Reduced Speed Hoist

12 BH-1212 Spring - Load Brake (Plain - no color code) 1
13 BH-1216 Cam - Load Brake 1
14 BH-1239 Retainer - Spring, Load Brake 1
15 BH-1210 Key - Woodruff 2
16 Shaft & Integral Pinion - Load Brake 1

BH-1207 14 Teeth
BH-1208 23 Teeth

17 BH-1206 Washer-Thrust, 11/16" I.D. 1
18 BH-1205 Bearing -Thrust, Bronze 1
19 BH-1204 Bearing Assembly - Needle, 11/16" I.D. 1
20 BH-1214 Pin - Grooved 2
21 BH-1224 Ring - Snap, Intermediate Gear 1
22 Gear - Intermediate 1

BH-1225 74 Teeth
BH-1226 65 Teeth

23 BH-1236 Key - Woodruff 1
24 BH-1304 Shaft & Integral Pinion - Intermediate 1
25 BH-1237 Bearing Assembly - Needle, 11/16" I.D. (36 roller, greased retained) 1
26 BH-1305 Ring - Snap, Sprocket Gear 1
27 BH-1306 Gear - Sprocket 1

28** BH-1307 Spacer - Sprocket Gear 1

Figure 8-4. GEARING AND LOAD BRAKE PARTS

To enable us to expedite your
parts order, always give Model
and Catalog Number of Hoist.
(See nameplate.)

11899A

(Continued on following page)
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Ref. Part Qty.
No. Number Description Req’d

29 BH-1228 Screw - Filister Head Machine 4
30 BH-1229 Lockwasher - Spring Type 4
31 BH-1230 Plate - Retainer, Sprocket Bearing 1

32** BH-1231 Gasket - Ring, Sprocket Bearing 1
33 BH-1232 Bearing Assembly - Ball, Sprocket 1
34 BH-1308 Key - Woodruff, Sprocket 1

35** BH-1309 Sprocket - Coil Chain 1
37 BH-1235 Bearing Assembly - Ball, Sprocket 1
38 BH-1315 O-Ring 1
39 BH-1316 Seal Disk 1
40 BH-1317 Seal - Oil 1

* This gear and clutch assembly should not be field disassembled. Replace assembly only as clutch pressure is preset at factory
based on hoist capacity.

** On later model hoists; Ref. No. 28 is not used, Ref. No. 32 is replaced by Ref. Nos. 38, 39 and 40 and BH-1309 is replaced by
BH-1312.

Figure 8-4. GEARING AND LOAD BRAKE PARTS - (continued)

Notes
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Figure 8-5. 2 & 3 TON LOWER BLOCK ASSEMBLIES

To enable us to expedite your
parts order, always give Model
and Catalog Number of Hoist.
(See nameplate.)

12439

Quantity Required

Ref. Part
No. Number Description 2 Ton 3 Ton

BH-2219 Block Assembly - Lower Complete 1 -
BH-5038 Block Assembly - Lower Complete Plated 1 -
BH-2218 Block Assembly - Lower Complete - 1
BH-5039 Block Assembly - Lower Complete Plated - 1

1 BH-2202 Guide - Center 1 1
BH-5042 Guide - Center Anodized 1 1

2 BH-2203 Lock - Sprocket Pin 1 1
3 BH-2204 Sprocket - Coil Chain 1 1
4 BH-2205 Bushing - Sprocket 1 1
5 BH-2206 Screw - Fillister Head, Self locking 1 1
6 BH-2207 Pin - Sprocket 1 1
7 BH-2208 Fitting - Hydraulic Drive 1 1
9 BH-2210 Washer, Thrust 1 1

10 BH-2211 Body Assembly - Lower Block - 1
BH-5040 Body Assembly - Lower Block Anodized - 1

11 BH-2212 Hook/Latch & Nut (Includes Items 12, 13 & 15) - 1
BH-5044 Hook/Latch & Nut (Includes Items 12, 13 & 15) Plated - 1

12 BH-2213 Latch Kit, Hook 1 -
BH-2214 Latch Kit, Hook - 1

13 BH-2215 Pin, Grooved - 1
14 BH-2216 Shroud - 1
15 BH-2217 Washer, Thrust - 1
16 BH-2220 Hook/Latch & Nut (Includes Items 12 & 17) 1 -

BH-5043 Hook/Latch & Nut (Includes Items 12 & 17) Plated 1 -
17 BH-2221 Pin, Grooved 1 -
18 BH-2222 Shield, Bearing 1 -
19 BH-2223 Bearing Assembly - Needle, Thrust 1 -
20 BH-2224 Washer, Thrust 2 -
21 BH-2225 Body - Lower Block 1 -

BH-5041 Body - Lower Block Anodized 1 -
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Ref. Part Qty.
No. Number Description Req’d

1 BAH-5100 Supply Head 1
2* BAH-5101 Valve Support 2
3* BAH-5102 Valve Guide Assembly 2
4 BAH-5103 Muffling Material 6
5 BAH-5104 Screen - Exhaust Valve 2
6 BAH-5105 Ring - Internal Retaining 2
7 BAH-5106 Screw - Self Tapping 2
8 BAH-5107 Adaptor Fitting 3
9 BAH-5108 Cap Screw - Hex Head 2

10 BAH-5109 Elbow - Reducing 1
11 BAH-5110 Nipple - Close Pipe 1
12 BAH-5111 Coupling Assembly 1
13 BAH-5112 Cap Screw - Hex Socket 2
14 BAH-5113 Lockwasher - Spring Type 2
15 BAH-5114 Gasket - Supply Head 1
16 BAH-5115 Muffler Body 1
17 BAH-5117 Gasket - Muffler 1
18 BAH-5117 Screen - Muffler 1
19 BAH-5118 Screw - Drive 2
20 BAH-5119 Muffler Cover 1
21 BAH-5120 Gasket - Muffler Cover 1
22 BAH-5121 Screw - Pan head 2
23* BAH-5123 Stem - Valve 2
24* BAH-5124 Spring - Valve 2
25* BAH-5125 Sleeve - Valve 2
26 BAH-5126 Screen - Muffler 1

Figure 8-6. SUPPLY HEAD AND MUFFLER PARTS

To enable us to expedite your
parts order, always give Model
and Catalog Number of Hoist.
(See nameplate.)

12441A

* Reference Numbers 23, 24, and 25 replace Reference Numbers 2 and 3 used on earlier model hoists.
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Ref. Part Qty.
No. Number Description Req’d

BAH-5200 Air Motor Assembly 1
1 BAH-5201 Rotor and Shaft Assembly 1
2 BAH-5202 Vane 8
3 BAH-5203 Spring - Vane 8
4 BAH-5204 Push Pin 4
5 BAH-5205 Body -Air Motor 1
6 BAH-5206 Pin - Dowel 4
7 BAH-5207 Gasket - Body 2
8 BAH-5208 End Plate - Drive End 1
9 BAH-5209 Bearing - Drive End 1

10 BAH-5210 Shaft Seal 1
11 BAH-5211 Seal Adaptor 1
12 BAH-5212 Ring - Retaining 1
13 BAH-5213 Cap Screw - Hex Socket 4
14 BAH-5214 Lockwasher - Spring Type 4
15 BAH-5215 End Plate - Dead End 1
16 BAH-5216 Bearing - Dead End 1
17 BAH-5217 Gasket - End Cap 1
18 BAH-5218 End Cap - Dead End 1

BAH-5219 End Plate Puller Tool (Not Shown) -
19 BAH-5220 Screw 3
20 BAH-5221 Screw 6
21 BAH-5222 Screw 6

Figure 8-7. AIR MOTOR PARTS

To enable us to expedite your
parts order, always give Model
and Catalog Number of Hoist.
(See nameplate.)

12442A
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Ref. Part Qty.
No. Number Description Req’d

1 BAH-5300 Cap Screw - Hex Head 1
2 BAH-5301 Washer 1
3 BAH-5302 Thimble - Wire Rope 1
4 BAH-5303 Set Screw 1
5 BAH-5304 Clip - Wire rope 2
6 BAH-5305 Cable - Strain Relief (Specify length Required)

7 ft. for 10 ft. Lift 1
12 ft. for 15 ft. Lift 1
17 ft. for 20 ft. Lift 1

7 BAH-5306 Sleeve - Pressed 1
8 Hose Assembly - Down

BAH-5307 For 10 ft. Lift 1
BAH-5308 For 15 ft. Lift 1
BAH-5309 For 20 ft. Lift 1

9 Hose Assembly - UP
BAH-5310 For 10 ft. Lift 1
BAH-5311 For 15 ft. Lift 1
BAH-5312 For 20 ft. Lift 1

10 Hose Assembly - Supply
BAH-5313 For 10 ft. Lift 1
BAH-5314 For 15 ft. Lift 1
BAH-5315 For 20 ft. Lift 1

11 BAH-5316 Tie - Cable 2
12 BAH-5317 Adaptor Fitting 3
13 BAH-5318 Pendant Throttle Handle Assembly - Complete (Includes Ref. Nos. 14 through 20

plus handle) 1
14 BAH-5319 Pin - Throttle Lever 1
15 BAH-5320 Throttle Lever 2
16 BAH-5321 Valve - Throttle 2
17 BAH-5322 Ring - Throttle Valve Seal 4

Figure 8-8. PENDANT THROTTLE CONTROL PARTS

To enable us to expedite your
parts order, always give Model
and Catalog Number of Hoist.
(See nameplate.)

12443
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Fig. Ref. Part Corrosion Resistant Spark Resistant
No. No. Number Description 1 Ton 2 Ton 3 Ton ½ Ton 1 Ton 2 Ton

8-1 1 BAH-5400 Hook Assembly-Upper with Latch - - 1 - -
11 BAH-5401 Cover - Counterweighted - - - 1 - -

BAH-5402 Cover - Counterweighted - - - - 1 -
BAH-5403 Cover - Counterweighted - - - - - 1

24 BAH-5430 Guide Assembly - Coil Load Chain - - - 1 1 1
25 BAH-5404 Chain Assembly - Coil, Load 1 - - - - -

BAH-5404 Chain Assembly - Coil, Load - - - 1 - -
30 BAH-5406 Block Assembly - Lower - - - 1 - -
32 BAH-5407 Body - Lower Block - - - 1 - -
33 BAH-5408 Hook, Nut and Latch Assembly

- Lower Block - - - 1 - -
34 BAH-5409 Latch Kit - Hook, Lower - - - 1 - -
51 BAH-5410 Latch Kit - Hook Upper - - - 1 - -

8-2 2 BAH-5411 Hook Assembly-Upper with Latch - - - - 1 -
18 BAH-5412 Chain Assembly - Coil, Load - 1 - - - -

BAH-5413 Chain Assembly - Coil, Load - - - - 1 -
20 BAH-5414 Latch Kit - Hook, Upper - - - - 1 -

8-3 5 BAH-5415 Hook Assembly - Upper with Latch - - - - 1
18 BAH-5417 Chain Assembly - Coil, Load - - 1 - - -

BAH-5418 Chain Assembly - Coil, Load - - - - - 1
8-4 11 BAH-5429* Gear & Clutch Assembly

- Load Brake - - - 1 1 1
35 BAH-5419 Sprocket - Coil Chain - - - 1 1 1

8-5 - BAH-5420 Block Assembly - Lower Complete - - - - 1 -
- BAH-5421 Block Assembly - Lower Complete - - - - - 1

10 BAH-5422 Body Assembly - Lower Block - - - - - 1
11 BAH-5423 Hook/Latch & Nut - - - - - 1
12 BAH-5424 Latch Kit - Hook, Lower - - - - 1 -
16 BAH-5426 Hook/Latch & Nut - - - - 1 -
21 BAH-5427 Body Assembly - Lower Block - - - - 1

Figure 8-9. SPECIAL PARTS TABLE - CORROSION RESISTANT AND SPARK RESISTANT MODELS





Notes



A. Seller warrants that its products and parts, when shipped, and its
work (including installation, construction and start-up), when
performed, will meet applicable specifications, will be of good quality
and will be free from defects in material and workmanship. All claims
for defective products or parts under this warranty must be made in
writing immediately upon discovery and in any event, within one (1)
year from shipment of the applicable item unless Seller specifically
assumes installation, construction or start-up responsibility. All claims
for defective products or parts when Seller specifically assumes
installation, construction or start-up responsibility and all claims for
defective work must be made in writing immediately upon discovery
and in any event, within one (1) year from completion of the applicable
work by Seller, provided; however, all claims for defective products
and parts made in writing no later than eighteen (18) months after
shipment. Defective items must be held for Seller’s inspection and
returned to the original f.o.b. point upon request. THE ‘FOREGOING
IS EXPRESSLY IN LIEU OF ALL OTHER WARRANTIES
WHATSOEVER, EXPRESS, IMPLIED AND STATUTORY,
INCLUDING, WITHOUT LIMITATION, THE IMPLIED WARRANTIES
OF MERCHANTABILITY AND FITNESS.

WARRANTY
WARRANTY AND LIMITATION OF REMEDY AND LIABILITY

B. Upon Buyer’s submission of a claim as provided above and its
substantiation, Seller shall at its option either (i) repair or replace its
product, part or work at either the original f.o.b. point of delivery or at
Seller’s authorized service station nearest Buyer or (ii) refund an
equitable portion of the purchase price.

C. This warranty is contingent upon Buyer’s proper maintenance and
care of Seller’s products, and does not extend to normal wear and
tear.  Seller reserves the right to void warranty in event of Buyer’s
use of inappropriate materials in the course of repair or maintenance,
or if Seller’s products have been dismantled prior to submission to
Seller for warranty inspection.

D. The foregoing is Seller’s only obligation and Buyer’s exclusive
remedy for breach of warranty and is Buyer’s exclusive remedy
hereunder by way of breach of contract, tort, strict liability or otherwise.
In no event shall Buyer be entitled to or Seller liable for incidental or
consequential damages. Any action for breach of this warranty must
be commenced within one (1) year after the cause of action has
accrued.

Recommended Spare Parts
for Your Budgit Series 6000 Air Hoist

Certain parts of your hoist will, in time, require replacement under normal wear conditions.
It is suggested that the following parts be purchased for your hoist as spares for future use.

One Set of Brake Discs
One Set of Gaskets
One Set of Oil Seals and "O" Ring
One Set of Motor Vanes
One Set of Motor Springs
One Set of Motor Pins

Note: When ordering parts always furnish Model Number of Trolley.

Parts for your trolley are available from your local authorized BUDGIT repair station.
For the location of your nearest repair station, write:

Yale�Lift-Tech
P.O. Box 769
Muskegon, MI 49443-0769

Phone: 800 742-9269
Fax: 800 742-9270

J. Herbert Corporation
J Herbert - NEW


