






JOB NAME AND LOCATION:

MODEL OF LIFT:                     LIVE LOAD CAPACITY:                            lbs.         TOTAL VERTICAL TRAVEL:  

USE:     ❏ Thru Floor     ❏ Mezzanine     ❏ Shaft way           CARRIAGE:        Effective Width:               Effective Length: 

SPLICED BEAMS:    ❏ Yes     ❏ No        LOAD PATTERN:     ❏ C    ❏ Z    ❏ 90          PIT:     ❏ Yes     ❏ No          Ramp:    ❏ Yes     ❏ No

VOLTAGE:       PHASE:                               CONTROL VOLTAGE:       ❏ 24 Volt      ❏ 110 Volt (std.)

NEMA RATING:         ❏  Nema 12(std)         ❏ Nema 4 (outdoor/wash down)         ❏  Nema 4x (corrosive)

LOWER GATES:         ❏ Swing        ❏ BI-Parting Swing        ❏ Vertical        ❏ BI-Parting Vertical         ❏ Horizontal Slide

UPPER GATES:         ❏ Swing        ❏ BI-Parting Swing        ❏ Vertical        ❏ BI-Parting Vertical         ❏ Horizontal Slide

ENCLOSURES:      ❏ Yes     ❏ No   BACK STOP UPPER FLOOR:      ❏ Yes     ❏ No      STRADDLE                          CANTILEVER

DO SPECIAL CONDITIONS EXIST?      ❏ Yes     ❏ No         

If Yes Please Explain: 

Other Comments:

WILL 8’ HIGH ENCLOSURES FIT AT ALL LOCATIONS:      ❏ Yes     ❏ No     

If No Please Explain: 
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LIFT PLAN VIEW
Indicate the placement of the lift on the upper and 

lower levels, and the material transfer direction to 

match the landing pattern.
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175,000 SQ. FT. OF MANUFACTURING CAPACITY

Dependable VRC Solutions

CODE GUARANTEE
Autoquip Vertical Reciprocating Convveyors (VRCs) meet all design 
and safety requirements set forth in ASME B20.1. Autoquip gurantees 
assistance in securing code compliance in all 50 states. Ultimate 
responsibility for gaining state and local code approval is that of the 
buyer of the VRC. Please acquaint yourself with the permitting and/or 
licensing expenses and requirements of the local regulatory agencies 
in the installation area.

To purchase ASME B20.1 please contact AMSE at www.asme.org

To download a free copy of the B20.1 VRC Application Guideline as 
written by the Conveyor Section of the Material Handling Industry of 
America please go to the Autoquip website literature page at   
www.autoquip.com.

WARRANTY
Lifetime - Structural (Freightlift Products)

All component parts for a period of one year, or 10,000 cycles, 
whichever occurs fi rst.

Labor (in accordance with a PM Program) for a period of one year,  
or 10,000 cycles whichever occurs fi rst.
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